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  NH3C gTr 289A/400V 200kVA

 

  Specifications
 ETI Code 004115405
 Description NH3C gTr 289A/400V 200kVA
 Class name Fuse link
 Type NH
 Size NH3C
 Characteristics gTr
 Rated AC voltage (V) 400
 Indicator Combination fuse status indicator
 Breaking capacity AC (kA) 100
 Transformer 200kVA
 Power dissipation (W) 21
 Standards VDE 0636-21
 Operating joule integral (A2s) 910.000
 Prearcing joule integral (A2s) 339.000
 Application Protection of transformers
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ETIM international clasification
 Classification EC000055
 Class name Low Voltage HRC fuse
 Construction size NH3C
 Nominal rated current 289
 Nominal rated voltage 400
 Voltage type AC
 Rated switching capacity 100
 Utilization category gTr (Transformer protection)
 Type of fuse status indicator Combination fuse status indicator
 Insulated metal gripping lugs (IMGL)
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  NH3 gTr 455A/400V 315kVA

 

  Specifications
 ETI Code 004115407
 Description NH3 gTr 455A/400V 315kVA
 Class name Fuse link
 Type NH
 Size NH3
 Characteristics gTr
 Rated AC voltage (V) 400
 Indicator Combination fuse status indicator
 Breaking capacity AC (kA) 100
 Transformer 315kVA
 Power dissipation (W) 32,8
 Standards VDE 0636-21
 Operating joule integral (A2s) 1.950.000
 Prearcing joule integral (A2s) 720.000
 Application Protection of transformers
 efuse 1
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ETIM international clasification
 Classification EC000055
 Class name Low Voltage HRC fuse
 Construction size NH3
 Nominal rated current 455
 Nominal rated voltage 400
 Voltage type AC
 Rated switching capacity 100
 Utilization category gTr (Transformer protection)
 Type of fuse status indicator Combination fuse status indicator
 Insulated metal gripping lugs (IMGL)
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  NH3 gTr 577A/400V 400kVA

 

  Specifications
 ETI Code 004115408
 Description NH3 gTr 577A/400V 400kVA
 Class name Fuse link
 Type NH
 Size NH3
 Characteristics gTr
 Rated AC voltage (V) 400
 Indicator Combination fuse status indicator
 Breaking capacity AC (kA) 100
 Transformer 400kVA
 Power dissipation (W) 36,5
 Standards VDE 0636-21
 Operating joule integral (A2s) 3.900.000
 Prearcing joule integral (A2s) 940.000
 Application Protection of transformers
 efuse 1
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ETIM international clasification
 Classification EC000055
 Class name Low Voltage HRC fuse
 Construction size NH3
 Nominal rated current 577
 Nominal rated voltage 400
 Voltage type AC
 Rated switching capacity 100
 Utilization category gTr (Transformer protection)
 Type of fuse status indicator Combination fuse status indicator
 Insulated metal gripping lugs (IMGL)
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